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PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | o | PAVEMENT STRENGTH | AEMARKS
DENT. | CLASS | CLASS | COURSE | COURGE | COURSE MAX. GROSS LOAD 0LBSI
SNGLE | DUAL |DUAL TAR
RUNWAYS
R-1 | E=7 | F7 |7 P-154] 5 P-208 | P-609 12,500 g
TAXIWAYS
T=1 | E-7 | F7 |7 P-154] 5 P-208 | P-608 12,500 <
APRONS
A1 | E=7 | F7 |7 P-154] 5 P-208 | P-609 12,500 Pl
REMARKS:

[>AIP-01, 1991, ALL PAVEMENT RECONSTRUCTED.

LEGEND

1991 SURVEY AREA
(NOT SURVEYED)

1994 SURVEY AREA

B 1997 SURVEY AREA

DATE OF PAVEMENT

STRENGTH SURVEY: AUG. 1, 1989

EVALUATED BY: J. STYBA

DATE OF MOST

RECENT PAVEMENT

CONDITION SURVEY: OCT. 10, 1887

EVALUATED BY: R. DONALDSON JORDAN

MONTANA

DEC. 1997
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